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SPECIAL NOTES:

1. DISCONNECT EXISTING ELECTRICAL CABLE FROM EXISTING SIGNAL
HEADS TO BE REMOVED AND RE-CONNECT TO PROPOSED SIGNAL \
HEADS. ANY SIGNAL OUTAGE SHALL BE SCHEDULED DURING NON- \
PEAK HOURS AS DIRECTED BY THE ENGINEER. |

2. CONTRACTOR SHALL ENSURE THAT A SLEEVE OF SUITABLE SIZE I
IS PROVIDED IN CONCRETE MEDIANS WHERE FUTURE SIGN SUPPORTS \
WILL BE LOCATED. THE COST OF THE SLEEVE AND ITS INSTALLATION I
ARE [NCIDENTAL TO THE COST OF THE RELOCATION OF THE SIGN. I
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CONSTRUCTION DETAILS

A.

INSTALL NEW SIGNAL HEADS AND SIGNS AS NOTED.
B. USE EXISTING STEEL STRAIN POLE.
8. USE EXISTING HANDHOLE.

T O Z2 = A CIOTMm
L ] [ ] - L] L] L] L] - - L] L]

o

USE EXISTING CONDUIT.

REMOVE EXISTING PAVEMENT MARKING.
(10" LINE x 30’ GAPS).

SOD1UM; VAPOR LUMINAIRE.

MARKING (3° LINE x 9' GAPS).
ENCASED IN '/4 IN. FLEXIBLE TUBING.
THERMOPLASTIC PAVEMENT MARKING (3' LINE x 9

SLEEVE ).
RELOCATE EXISTING R4-7 SIGN AND SUPPORT.

AN SHA RIGHT-OF-WAY

USE EXISTING SPAN WIRE. REMOVE EXISTING SIGNAL HEADS AND SIGNS AND

INSTALL GM-1. D-3(3) MODIFIED “MD 564. LANHAM SEVERN RD.. NEXT SIGNAL” SIGN (SEE DETAIL ON
SHEET 2) ON TWO 6 IN. x 8 IN. TREATED WOOD POSTS (SPACED 7 FT. APART) APPROXIMATELY 700 FT.
IN ADVANCE OF THE INTERSECTION ON EASTBOUND MD 193.

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.

USE EXISTING SPAN WIRE., REMOVE EXISTING SIGNAL HEADS AND INSTALL NEW SIGNAL HEADS AS NOTED.
INSTALL 5 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING.
USE EXISTING STEEL STRAIN POLE. INSTALL 1% FT. STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE

INSTALL WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING (ARROW).
INSTALL 5 IN. SKIP WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT

INSTALL 6 FT. x 30 FT. (3-6-3 WINDING) QUADRUPOLE TYPE LOOP DETECTOR
REMOVE EXISTING PAVEMENT MARKINGS AND INSTALL 5 IN. SKIP WHITE HEAT APPLIED PERMANENT PREFORMED

INSTALL GM-1. D-3(3) MODIFIED “MD 564. LANHAM SEVERN RD.. NEXT SIGNAL" SIGN

(SEE DETAIL SHEET 2) ON TwO 6 IN. x 8 IN. TREATED WOOD POSTS (SPACED 7 FT. APART) APPROXIMATELY
1000 FT. IN ADVANCE OF THE INTERSECTION ON WESTBOUND MD 193.

REMOVE EXISTING PAVEMENT MARKINGS AND CONCRETE MEDIAN AND INSTALL PAVEMENT (SEE PAVEMENT SECTION
DETAIL ON SHEET 2). TYPE A CURB AND 4 IN. SIDEWALK AS DETAILED ON SHEET 2.

FURNISH AND INSTALL 1 IN. LIQUID TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR WIRE

NEMA PHASING

FLASHING
OPERATION

@5 a6 a7 g8

PHASING NOTES:
1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY,
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AND OVERHEAD UTILITIES REVISION °G" é BEACON FOR WESTBOND MD 153
AERIAL CABLE A 1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY w L1 . A— FFIC SICNALIZATION PLAN
ELECTRICAL E AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS & BRK IIIAODIFY IEXISTINL STREIET NAMIE =T CEVE’ TRA FI
TELEPHONE T UTILITY PRIOCR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE Whitman. Requard+t @SIGNS ® MD 193 (GREENBELT RD) AT MD 564 (LANHAM SEVERN RD)
GAS - G FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE and Associates. LLP 10-5-94 O _
SEWER s TRAFFIC SIGNAL WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER ) RBC I I ! I I CHu-:FQ;B}I IC ENGINEERING DESINY DIVISION JRAWN BY: R. CARRIKER AP NO. - - -, TS NO.
STORM DRA]N Sp IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED. 801 South Caroline Street REVISED PHASING OF E/LT ON ) CHECKED B=Y= SBHHAH N@f h T = 1S-7056
WATER W 2. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE. Baltimore. Maryland 21231 p |EB MD 193 - ADD SIGNAL 3‘3-'5;';'"34 cale o o S e - S epha —— SHEET NO.
CABLE TV i (4101 235-3450 RBC l | | | | - | / DIRECTOR, TRAFFIC & SAFETY \ﬂ[},ﬂgz= LOG MH_EE: IE;RT{J)I"Q?TIB?.#?I T “F2cOﬂ5 - 1 OF 2
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